
Item No. 1 -
WALK-IN FREEZER   (1 REQ'D)

Imperial Mfg Model # WALK-IN FREEZER – Sloped roof for outdoor location

26' - 0" x 28' - 0" x 12' - 6" A.F.F. sloped down to 11' - 5" A.F.F. rectangular outdoor 


freezer (no floor).  Box is to sit in a 8" deep recessed pit (pit by owner).  1210  sq.ft. 


5" high density urethane NSF wall panels Exterior finish: 26 ga. Stucco White- 


Interior finish: 26 ga. Stucco Galv  Sloped roofing to be Grandrib III corrugated 
metal. Connection to ceiling: LAG DOWN. 


Connection to floor: ANGLE SCREED - Ceiling caps: NONE.  728 sq.ft. 5 1/2" wood 


frame urethane NSF ceiling panels (30 #/sq.ft. live load) Exterior finish: METAL - 


Interior finish: 26 ga. Stucco White.  72" x 96" horizontal single sliding freezer 


door, 5" thick, electric (SPECIFY SLIDING DIRECTION) self-calibrating open/close set 

feature included. Door to be UL listed. 

FRAME: 26 ga. Stucco White over plywood frame PLUG: 26 ga. Stucco White @ ext., 


26 ga. Stucco Galv. @ Int.  THRESHOLD: 10 ga. smooth galv., heated.  Interior 


Tie-Down @ Floor Level (with Radius) 1- 1/2" x 6" x 8' - 0" (16 ga. Smooth Galv)


    
14  
 ea.   Interior Tie-Down @ Ceiling Level


    


2" x 2" x 8' - 0" (26 ga. Stucco White)


    
3    
ea.    Kason 1825 standard heated air vent (115V)


    
1    
ea.    Analog 2" flush mount dial thermometer w/ 12" capillary


    
1    
ea.    Toggle switch w/ pilot light


    
2    
ea.    Vertical closure


    


(2" x 4") x 96" x 26 ga. Stucco White inside corner vertical closure


    


(2" x 4") x 48" x 26 ga. Stucco White inside corner vertical closure


    
4    
ea.    Vertical Closure


    


(2" x 4") x 96" x 26 ga. Stucco Galv. inside corner vertical closure


    


(2" x 4") x 48" x 26 ga. Stucco Galv. inside corner vertical closure


    
729  sq.ft    Grandrib 3 Plus roofing


    
26    lin.ft      Internal roof support


    


Steel Post and Beam


    
1    
ea.    3/4" concealed PVC conduit w/ terminal J-box


    
8    
ea.    4' fluorescent fixture for freezer application


    


(bulbs not included)


    
1    
Set    Pit Material

    
Insulation thickness = 6”

Pit size = 728 sq. ft.


    
Includes stock board urethane, B-Foil vapor barrier, 15# building felt and 



asphalt emulsion.  

System #1 - Outdoor R404a Beacon II split system (-10°F holding temp.)


(1) Climate Control condensing  unit #CDS1500L6

    
208-230V/3Ø/60Hz/15HP Discuss compressor


    
MCA=93, MOPD =125


    
41.75W x 75.125D x 48.75H x 1234lbs.

(1) Climate Control master evaporator model #CME310 (master)


    
w/ EC motors (5.4A) & electric defrost (23.2A)


    
208-230V/3Ø/60Hz


    
95.3W x 19D x 23.25H x 210lbs.


(1) Climate Control Slave evaporator Model # CME310 (slave)


    
w/ EC motors (5.4A) & electric defrost (23.2A)


    
208-230V/3Ø/60Hz


    
95.3W x 19D x 23.25H x 210lbs.


    
Includes


    
(2) ea. EC motors on evaporators


    
(1) ea. suction filter


    
(1) ea. Beacon II Smart Controller (can control up to 4 systems)


    
(1) ea. Beacon II Smart II Software (can control up to 64 systems)

Include required engineering for system. Refrigeration system to have a remote 
monitoring and logging. Refrigeration system and controls to qualify for PSE rebate 
program which will be included in bid.

Datalarm I, Audio/visual Temperature Alarm (recessed)


Item No. 1.1 -
DEMO EXISTING BOX   (1 REQ'D)

Imperial Mfg Model # DEMO EXISTING BOX (24’ X 24’ X 8’ w/flr panels) & 
Refrigeration System.  Dispose of Existing Box & Refrigeration. All 
electrical to be 
disconnected by owner. Pit demo by owner.


Item No. 1.2 -
INSTALL NEW FREEZER   (1 REQ'D)

Imperial Mfg Model # INSTALL NEW FREEZER 

INSTALL NEW FREEZER.  Install pit material on first trip.  On second  trip offload 


                      panels and refreeze system.  Erect walk-in freezer including outdoor metal roof.  Set             
refrigeration system on top of freezer.  Hang (2) evaporator coils inside freezer.  Run                 

Copper Line set from condenser to coils.  Supply heat tape to condensate drain.  Run         
condensate drain (electrician responsible to wire heat tape).  Install 72" electric sliding 


                      door.  Permit included.  Pressure test system and start up.

Item No. 2 -
WALK-IN COOLER   (1 REQ'D)

Imperial MFG Model # WALK-IN COOLER


8' - 0" x 10' - 0" x 8' - 4" sloped down to 8' - 0" rectangular outdoor cooler (with floor).

Walls:  232   sq.ft - 5" high density urethane NSF wall panels

 Exterior finish:  26 ga. Stucco White - Interior finish: 26 ga. Stucco Galv.

Connection to ceiling: LAG DOWN - Connection to floor: CAM-LOCK - Ceiling 


Caps: NONE


Ceilings:   80  sq.ft.    5" high density urethane NSF ceiling panels (30 #/sq.ft. live load)

Exterior finish:  METAL - Interior finish: 26 ga. Stucco White.

Floors:   80    sq.ft.    5" high density urethane floor panels model 500N (500 


lbs/sqft, NSF)


 Int. Finish:  .080 SMOOTH ALUMINUM over 1/2" PLYWOOD - Ext. Finish: Metal

Doors:  1  ea.   36" x 78" flush model G3 self-closing cooler swing door 


(SPECIFY HINGE) 

FRAME:  3-sided,     5" high density urethane panel

PLUG:     3-sided,    Magnetic gasket, standard non-heated sweep.

HARDWARE: (2) 1248A hinges, (1) 27C handle, (1) 27C knob inside release, (1) 


 1095 closer.

 FINISH: 26 ga. Stucco White (ext.) / 26 ga. Stucco Galv. (int.) / 24 ga. Stainless 


Steel 430 (magnetic) liners


 THRESHOLD: .080 smooth aluminum w/ (1) ea. rain drip cover (match door finish metal)


Parts: 1 ea.   Vapor proof light fixture for compact fluorescent light (fixture ships 





loose for field installation, bulbs not included)



1/ ea.    Press switch w/ pilot light and weather-proof cover plate



1/ ea.    Analog 2" flush mount dial thermometer w/ 12" capillary



5/ ea.    Exterior Tie-Down @ Floor Level


    
             
1 1/2" x 2 1/2" x 8' - 0" (16 ga. smooth galv.)



5/ ea.    Interior Tie-Down @ Floor Level (with Radius)


    
             
1 1/2" x 6" x 8' - 0" (16 ga. Smooth Galv)



5/ ea.    Interior Tie-Down @ Ceiling Level


    
           
  2" x 2" x 8' - 0" (26 ga. stucco galv.)



81 / sq.ft    
Grandrib 3 Plus roofing 

Refrigeration:

1 / ea.    
System #1 - Outdoor R404a Beacon II split system (35°F holding temp)

1-year 
Refrigeration system labor warranty


1  ea

Heatcraft Condensing unit # MOH008X62S w/ mounted liquid line assy


    

208-230V/1Ø/60Hz/0.75HP Hermetic compressor


    

MCA=15, MOPD =15


    

23.75W x 28.25D x 17.25H x 176lbs.

1 ea
 
Climate Control Low profile evaporator Model #LSC070SA-EC w/ EC motors 
                     


(1.82A) & air defrost


    

115V/1Ø/60Hz


    

45.5W x 14.84D x 14.94H x 65lbs.

    
Includes

1 ea

Beacon II Smart Controller (can control up to 4 systems).

1 ea

Strip curtains Normal Temp. Chase Doors strip Curtains for




36” x 78” net opening.


1 ea

Interior Ramp 36” deep Model #500I 

Item No. 2.1 -
INSTALL COOLER   (1 REQ'D)

Imperial Mfg Model # INSTALL NEW COOLER


**Included in item # 1.2**offload panels and refrigeration system. Erect walk-in freezer including 

outdoor metal roof.  Set refrigeration system on top of freezer.  Hang (1) evaporator coil 
   
inside cooler.  Run Copper Line Set from condenser to coil.   Run condensate drain.   

permit included.  Pressure test system and start up.

Item No. 3 – WARRANTY AND SPECIAL PROVISIONS

Include Manufacturers’ four (4) year extended warranty on compressors and both boxes. 


All engineering shall be by Engineer Licensed in the State of Washington.  Contractor to 


provide Energy Rebate through program with PSE as part of Contract based on 

qualification of Refrigeration System. 

